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Nominal size: 4 in or 6 in (100 or 160 mm)
Accuracy: ±1.0 % of full scale

 ¼ in NPT or G ½ B, key-size 22, Cu-alloy

Ranges (psi)

Connection
position

Measuring 
element

0 to 10, 15, 25, 35, 50, 100, 150, 200, 350, 600, 1,000, 1,500, 2000, 3,500, 5,000, 6,000,
10,000, 14,500
-10 to 0, -15 to 0, -15 to +10, -15 to +15, -15 to +20, -15 to +50, -15 to +75, -15 to +100,
-15 to +200, -15 to +348
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Dimensions

Connection bottom Connection back, eccentric

 with triangle
 front flange rear flange front flange bezel a.mounting 

bracket

Dimensions in mm
Model NG D a b b1 h D1 D2 e f k d sw G

MR-20 F 100 101 15 49 - 86 107 132 2 6 116 5 22 G 1/2 B
MR-25 F 100 101 - 49 85 - 107 132 2 6 116 5 22 G 1/2 B
MR-20 F 160 160 15 51 - 118 - 196 3 8 178 5,6 22 G 1/2 B
MR-25 F 160 160 - 51 86 - 166 196 3 8 178 5,6 22 G 1/2 B

Model specification

Model Connection Nominal size Range Options
MR-2 0 or 5 100 or 160 f.e. 10 bar

Bottom  = 0
Back      = 5 Glycerine filling

(Leave blank if 
ordering without 
glycerine filling)

Case ND 100 = 100
Case ND 160 = 160

after range specification 
for 10 bar = 010 for example : front 

mounting flange

F
Filling

DIN

DIN

DIN
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